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Normally Closed

Normally Open
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125 mm Operator Graphs for Steam and Fluids

1 1/4

 125 mm Operator

ØA B C D E G H

ins. 1 1/4 11.1 11.7 10.7 4.3 3.1 2.0

ins. 1 1/2 11.5 12.3 11.2 4.7 3.1 2.4

ins. 2 12.4 12.9 11.5 6.0 3.1 2.8

ins. 2 1/2 13.7 13.9 12.1 7.5 3.1 3.1
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LINEAR
POTENTIOMETER

COMPACT
POSITIONER

VALVE

Features
• Variable flow proportional to the control signal.
• Closed loop control via linear potentiometer.
• Fail-close construction: Valve returns to closed position 

upon loss of power.
• Supplied factory-assembled.

Differential Pressure 0 to 240 psi
Maximum Allowable Pressure 240 psi
Fluid Temperature Ranges See chart on following page.
Ambient Temperature Ranges 0 to 122˚F
Response Time See chart on following page.
Linearity ± 5%
Hysteresis < 1%

Pilot Fluids Air or inert gas, filtered 50µm, 
lubricated or not

Pilot Pressure 60 to 240 psi
Pilot Fluid Temperature 0 to 60˚C
Pilot Connection 1/8”
Maximum Current 150mA
Nominal Supply Voltage 24 VDC ± 10%, Max. ripple 10%
Maximum Power 3.6 W
Connector Size 15 Spade plug CM6, 4 pins
Coil Insulation Class F
Positioner Body/Enclosure Aluminum, PA/IP65

Resistance 500Ω
Body/Enclosure Aluminum/IP65

CCoonnttrrooll SSiiggnnaall

GGeenneerraall

CCoommppaacctt PPoossiittiioonneerr

LLiinneeaarr PPootteennttiioommeetteerr

EElleeccttrriiccaall CCoonnnneeccttiioonn
CCoommppaacctt PPoossiittiioonneerr
1: + 24 VDC (power)
2: 0 VDC (power)
3: Control Signal (0-10 VDC, 0-20mA, 4-20mA)
4: (0-10 V) Sensor Feedback for calibration

(Factory use only, is not an earth ground).

VVaallvvee CCoonnssttrruuccttiioonn

PPrrooppoorrttiioonnaall VVaallvveess wwiitthh 
CCoommppaacctt PPoossiittiioonneerr

Normally Closed/Pressure Under Disc

NC
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PP
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Control
Signal 24 VDC

Power 
Supply

+

-
-

+

Control Signal Suffix 
0 - 10 VDC PDB04
0 - 20 mA PDB05
4 - 20 mA PDB06

 Add suffix to 8290 catalogue number (EG: 8290A384PDB04), see following
page for complete product range. Supplied installed on valve and pre-adjusted 
at the factory. Positioner configured for one, customer-specified, control signal.  

➀

➀Note:

Valve Parts in Contact with Fluids
Part 50mm - 125mm 50mm - 125mm

 Body Bronze 316L Stainless Steel
 Stem 431 Stainless Steel 431 Stainless Steel
 Stuffing Box      Brass 303 Stainless Steel
 Stuffing Box Seal PTFE Chevron PTFE Chevron
 Wiper Seal FKM FKM
 Profile Disc Brass 304L Stainless Steel
 Disc Seal PTFE PTFE
Note: Not CSA approved.

NNCC
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DDiimmeennssiioonnss:: inches

SSppeecciiffiiccaattiioonnss
Pipe
Size

(ins.)

Orifice
Dia.
(ins.)

Cv
Flow

OPD
Min

(psi.)

OPD Max.
Fluids
(psi.)

OPD Max.
Steam
(psi.)

Max.
Fluid

Temp.˚F

Bronze
Catalogue Number

Stainless Steel
Catalogue Number

Pilot
Pressure
Min (psi)

Pilot
Pressure
Max (psi)

Approx.
Shipping

Weight (lbs.)

Suffix 
(0 -10 VDC)
Fail closed

Suffix 
(0 -20 mA)
Fail closed

Suffix 
(4 -20 mA)
Fail closed

 50mm Operator

PDB04 PDB05 PDB06

1/2 1/2 5.3 0 240 150 366 8290A384 8290A393 60 150 4.1
3/4 3/4 8.3 0 150 150 366 8290A385 8290A394 60 150 4.3

 63mm Operator
3/4 3/4 8.3 0 240 150 366 8290B005 8290B048 60 150 5.3
1 1 17 0 150 150 366 8290B010 8290B053 60 150 6.3

1 1/4 1 1/4 24 0 90 90 366 8290A016 8290A059 60 150 7.5
1 1/2 1 1/2 33 0 60 60 366 8290A020 8290A063 60 150 9.8

2 2 46 0 40 40 366 8290A024 8290A067 60 150 12.2
 90mm Operator

1 1 17 0 240 150 366 8290B011 8290B054 60 150 7.9
1 1/4 1 1/4 24 0 180 150 366 8290A017 8290A060 60 150 9.3
1 1/2 1 1/2 33 0 120 120 366 8290A021 8290A064 60 150 11.1

2 2 46 0 90 90 366 8290A025 8290A068 60 150 17.8
 125mm Operator
1 1/4 1 1/4 34 0 240 150 366 8290A642 8290A646 60 150 15.1
1 1/2 1 1/2 56 0 240 150 366 8290A482 8290A495 60 150 16.6

2 2 77 0 150 120 366 8290A485 8290A498 60 150 18.8
2 1/2 2 1/2 86 0 90 90 366 8290A488 8290A501 60 150 23.7

 Add suffix to 8290 catalogue number (EG: 8290A384PDB04). 
Fail closed construction: Valve returns to closed position upon loss of power.
Compact Positioner not available on 32mm Operator. 

➀

➀ ➀ ➀

Note:

RReessppoonnssee ttiimmee (in seconds) for NC valves (90 psi air control)

Pipe
Size
(ins.)

Operator (mm)
50 63 90 125

Open Close Open Close Open Close Open Close
1/2 1.26 0.92 - - - - - -
3/4 1.30 0.93 1.7 2.25 - - - -
1 - - 2.7 3.18 5.23 7.26 - -

1 1/4 - - 2.7 3.18 5.23 7.26 9.34 17.8
1 1/2 - - 2.7 3.18 5.23 7.26 13.7 18.3

2 - - 2.7 3.18 5.23 7.26 13.7 18.3
2 1/2 - - - - - - 14.0 19.5

Pipe Size Ø A B C D E F
 50mm Operator

1/2 2.7 6.93 8.21 7.68 2.56 1.7
3/4 2.7 7.26 8.39 7.76 2.95 1.7

 63mm Operator
3/4 3.4 7.78 9.11 8.51 2.95 2.0
1 3.4 8.18 9.51 8.71 3.54 2.0

1 1/4 3.4 9.52 10.82 9.84 4.33 2.0
1 1/2 3.4 9.80 11.45 10.27 4.72 2.0

2 3.4 10.78 12.01 10.63 5.90 2.0
 90mm Operator

1 4.7 8.59 9.92 9.12 3.54 2.6
1 1/4 4.7 9.88 11.11 10.12 4.33 2.6
1 1/2 4.7 10.16 11.73 10.55 4.72 2.6

2 4.7 11.10 12.29 10.91 5.91 2.6
 125mm Operator

1 1/4 6.1 11.10 13.63 12.63 4.30 3.1
1 1/2 6.1 11.50 14.23 13.13 4.70 3.1

2 6.1 12.40 14.83 13.43 6.00 3.1
2 1/2 6.1 13.70 15.83 14.03 7.50 3.1

2.64

See D
etail Detail

62

1/8
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IInnssttaallllaattiioonn
• Valves can be mounted in any position.
• Installation and maintenance instructions are included 

with each valve.
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STROKE LIMITER
The stroke limiter allows Cv flow to be adjusted from 0% to 100%, and mounts on top

of any 8290 Series valve in place of the position indicator. It is available as a kit and

mounts on top in place of the position indicator.

LINEAR POSITION INDICATOR (HS SERIES)
Supplied with two mechanical or Viper™ Switches and mounts on top of the valve

operator in place of the standard visual indicator. Provides a wiring box with conduit

connections. HS1,2,3 indicators are suitable for hazardous locations while the HS4

indicator is suitable for non-hazardous locations. Optional AS-interface® and

DeviceNet® communications available. Consult ASCO for details and ordering.
AS-interface is a registered trademark of ATO.
DeviceNet is a registered trademark of ODVA.

Notes: 
(1) Catalogue Numbers listed are standard supplied with 2 switches and Black & Yellow visual indicator.

Consult Factory for information on other switch options available.
(2) HS2 Indicator with Non-Contact Switches are approved for use in Division 2 Nonincendive-Indoor-Type 4, 4X Class I, 

Groups A, B, C, D; Class II, Groups F & G.
Consult Factory for information on units suitable for Outdoor use.

(3) Mounting Kit required to assemble position indicator to 8290 valve.

8290 SERIES ACCESSORIES

14

Position Indicator Selection Chart - 63mm, 90mm & 125mm Operator sizes.

Switch Type Catalogue Number (1) Electrical Mounting Kit Number

Type 4, 4X Hazardous Location (2) AMP Rating Conduit Entry (3)

Mechanical SPDT HS4D1YAA2NGA --- 15A @ 120/240VAC;
0.5A @ 125VDC

2 - 1/2" NPT 280180-006

Non-Contact HS4D1YAT2NGA HS2D1YAT2NGA
3A/120VAC;

1.5A/240VAC;2A/24VDC

Kit Number

Normally Closed 63mm, 90mm &125mm
885 29 030

Operator Bronze & Stainless Steel Valve

Normally Open 63mm, 90mm & 125mm

Operator Bronze & Stainless Steel Valve
885 29 003

            



8290 RC3

Main Office, Manufacturing, Marketing and Ontario District Sales Office
ASCO Valve Canada

17 Airport Road, P.O. Box 160
Brantford ON  N3T 5M8

Phone: (519) 758-2700  •  Fax: (519) 758-5540
Website: www.ascovalve.ca

District Sales Offices: 

Alberta, Saskatchewan, Manitoba, British Columbia
ASCO Valve Canada

809 Manning Road, N.E., Suite 104
Calgary AB  T2E 7M9
Phone: (403) 207-8571

Fax: (403) 207-8581

for British Columbia
Phone: (604) 294-1767

Fax: (604) 294-9935

Quebec, Ottawa Valley, Atlantic Provinces
ASCO Valve Canada

1405 Rte Trans-Canada, Suite 235
Dorval QC  H9P 2V9

Phone: (514) 684-8886
Fax: (514) 684-8507

For Atlantic Provinces
Phone: (902) 829-2504

Fax: (902) 829-2417

ASCO offers a variety of 3-Way Direct Acting normally closed pilot valves to pilot 32mm through 125mm
8290 valves. Available in direct, in-line and remote mounting. To order, specify catalogue number and
voltage (24, 120, 240 AC 60Hz or 110, 220 AC 50Hz or 6, 12, 24, 120 DC).

Series 189
• Direct Mount.

• Swivel “Banjo” fittings,
1/8” NPT male.

• Inlet for 4mm plastic tube.

• DIN plug connection.

Series 107
• In-line Mount.

• 1/8” NPT.

• Brass.

• DIN connection coil.

Series 8320
• In-line Mount.

• 1/8” or 1/4” NPT.

• Brass or Stainless Steel.

• (Explosionproof 
optional, add Prefix EF).

Compact 8
• Remote Mount. 

• 4 to 16 valves.

• Compatible with 
AS-interface,
DeviceNet, Profibus 
and others.

• Air service only.

PILOT VALVES

¬ Use with 32mm, 50mm, and 63mm operators;  Á Use with 63mm, 90mm, and 125mm operators; Â P = Pressure, C = Cylinder, E = Exhaust.

SPECIFICATIONS (for use on 8290 Series)

Operating
Pressure Watt Rating/ Speed

Pipe Orifice Differential Max. Fluid Class of Coil Control on
Catalogue Size Dia. Cv Flow ➂ Air (psi) Temp. °F Insulation Body Exhaust
Number (inc.) (ins.) P-C C-E AC DC AC DC AC DC Material Port

SERIES 107
10700133 ➀ 1/8 1/16 .06 .06 115 115 265 265 4/F 5/F Brass –

SERIES 189
18900049 ➀ 1/8 1/16 .04 .06 150 150 140 140 2.2/F 2.5/F Polyamide Yes
18900036 ➀ 1/8 1/16 .04 .06 150 150 140 140 2.2/F 2.5/F Polyamide –

SERIES 8320
8320G216 ➀ 1/8 3/32 .12 .12 150 115 180 120 10.1/F 11.6/F Brass –
8320G225 ➀ 1/8 3/32 .12 .12 150 115 180 120 10.1/F 11.6/F Stainless –
8320G184 ➁ 1/4 3/32 .12 .12 150 115 200 150 10.1/F 11.6/F Brass –
8320G202 ➁ 1/4 3/32 .12 .12 150 115 200 150 10.1/F 11.6/F Stainless –

                                                 




